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AMENDMENTS TO THE CLAIMS: 

The listing of claims will replace all prior versions, and listings, of claims in 
the application: 

Listing of Claims: 

1 . (Currently Amended) A gas barrier coating material comprising 
polyvinyl alcohol (A), an ethylene-maleic acid copolymer (B), and a metal 
compound (D), wherein a ratio (A)/(B) between the polyvinyl alcohol (A) and the 
ethylene-maleic acid copolymer (B) falls within a range from (A)/(B) = 50/50 to 
10/90 (weight ratio), the metal compound (D) comprises at least one compound 
selected from a group consisting of hydrox i d e s, ox i d e s, hal i d e s, carbonat e s, 
su l fat e s, n i tratos, su l fites, and ac e tat e s of biva le nt or h i gh e r m e ta l s s ele ct e d from 
a group nonvot i ng of Mg. Ca. Al. Fo. Co. N i . and Cu Ma hydroxide. Mq oxide, Ca 
hydroxide, and Ca oxide , and a quantity of the metal compound (D), expressed 
as an equivalent value relative to carboxyl groups within the ethylene-maleic acid 
copolymer (B), is within a range from 0.05 to 30%. 

2. (Canceled) 

3. (Canceled) 
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4. (Currently Amended) The gas barrier coating material according to 
claim 1 , wherein the metal compound (D) is capable of reacting with a hydroxyl 
group or a carboxyl group. 

5. (Previously Presented) The gas barrier coating material according to 
claim 1 , wherein a quantity of the metal compound (D), expressed as an 
equivalent value relative to carboxyl groups within the ethylene-maleic acid 
copolymer (B), is within a range from 0.05 to 12.5%. 

6. (Previously Presented) A gas barrier laminate, comprising a plastic 
substrate, and a gas barrier layer formed from the gas barrier coating material 
according to claim 1 , wherein the gas barrier layer is laminated on top of the 
plastic substrate, either directly, or with an undercoat layer disposed 
therebetween. 

7. (Canceled) 
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